
Electrical Specifications

Equivalent Series Resistance(ESR)

Features

Dimensions

Q u a r t z  C r y s t a l s
SMD TUNING FORK   9HT10

Units:mm

Norminal Frequency       
Frequency Tolerance(at 25ºC)                     
Operation Temperature Range       
Shunt Capacitance(C0)       
Motional Capacitance(C1)       
Insulation Resistance(IR)       
Drive Level(DL)       
Load Capacitance(CL)       
Turnover Temperature(Ti)       
Parabolic Coefficient(B)       
Aging (at 25ºC)       
Storage Temperature Range       

32.768 KHz
± 20 ppm  

– 40 ~ + 85 ºC
1.4pF typical
6.0fF typical

       500 M
0.5 

12.5 pF
25 ºC ± 5 ºC

 ( - 0.04 ± 0.01 ) * 10-6 / ºC
± 3 ppm at first year

– 55 ~ +125 ºC

Item / Type 9HT10

70 K

T10

Q
uartz C

rystals

>  Ceramic surface mount package 
>  Applications in mobile phone, Notebook and DSC. 
>  RoHS Compliant / Pb Free.   TAG01TAG01

Remark :  Specification subject to change without prior notice. Please confirm with our sales.
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Authorized Distribution Brand：

Website：

Welcome to visit  www.ameya360.com

Contact Us：

Address：

401 Building No.5, JiuGe Business Center, Lane 2301, Yishan Rd 

Minhang District, Shanghai , China

Sales：

Direct       +86 (21) 6401-6692

Email         amall@ameya360.com

QQ            800077892

Skype        ameyasales1  ameyasales2

Customer Service：

Email          service@ameya360.com

Partnership：

  Tel         +86 (21) 64016692-8333

Email       mkt@ameya360.com
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