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General Specifications
Part Number Operating Temperature
Frequency Range
Return Loss
Input Power Reel Quanity
Note:

No. Function Terminal Configuration
1
2

Mechanical Dimensions
In mm

L ± ±
W ± ±
T ± ±
a ± ±
a2 ± ±

Mounting Considerations 
Mount these devices with brown mark facing up. Units: mm
* Line width should be designed to provide 50 Ω impedance matching characteristics.

With Matching Circuit 
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We cannot show nor guarantee specific gain figures due to the 
low frequency nature of this particular antenna and the difficulty 
in chamber measurement

Recommended Storage 
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"High Frequency Ceramic Solutions"
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Feeding Point
NC

0169AT62A0010

2W max.
5.5dB min

164 - 175MHz
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Attention! Matching circuit and 
component values will be vary depending 
on PCB layout, size, etc the values 
portrayed here are matched to our EVB 
p/n: 0169AT62A0010-EB1SMA 
(orderable item)

120nH

18 pF

Preliminary



169MHz ISM Chip Antenna P/N 0169AT62A0010 
Detail Specification: 04/05/2012 Page 2 of 2  

Mounting Considerations

Test Board
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50Ω Feed Line
Attention! Matching circuit and 
component values will be vary 
depending on PCB layout, size, 
etc the values portrayed here are 
matched to our EVB p/n: 
0169AT62A0010-EB1SMA 
(orderable item)
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Authorized Distribution Brand：

Website：

Welcome to visit  www.ameya360.com

Contact Us：

Address：

401 Building No.5, JiuGe Business Center, Lane 2301, Yishan Rd 

Minhang District, Shanghai , China

Sales：

Direct       +86 (21) 6401-6692

Email         amall@ameya360.com

QQ            800077892

Skype        ameyasales1  ameyasales2

Customer Service：

Email          service@ameya360.com

Partnership：

  Tel         +86 (21) 64016692-8333

Email       mkt@ameya360.com
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