
NOTES: (UNLESS OTHERWISE SPECIFIED)
  1.  ALL DIMENSIONS ARE IN INCHES [mm].
  2.  DIMENSIONS APPLY AFTER FINISHING.

  3.  MANUFACTURE TO BE COMPLIANT WITH EU RoHS DIRECTIVE.
  4.  SAFETY BREAK ALL SHARP CORNERS AND EDGES .02 MAXIMUM.
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CONN011

N FEMALE CABLE END CRIMP
FOR RG174 CABLE 

Description Material Finish
Body
Socket
Insulation

Nickel

N/A
Gold

PTFE
Crimp Ring NickelBrass

Brass
Brass

0.371
(9.50)

Ø0.154
(3.90)

CRIMP RING

0.276
(7.00)

0.098
(2.50)

RECOMMENDED CABLE STRIPPING DIMENSIONS
0.315
(8.00)

RG-174 Cable

5/8-24UNEF-2A THREADS

SIDE VIEW

0.276
(7.00)

1.094
(27.80)

�0.102
(2.60)

�0.630
(16.00)

1.421
(36.10)

FLAT 0.512 x2
(13.00)

0.315
(8.00)

H0.504
(12.80)

1.   Insert the cable center conductor and insulation into the base
2.   Solder the socket to the center conductor.
3.   Wrap the braid around the tail of the body and crimp the ring with a 
      hex crimp tool.
4.   Put the socket through the insulator.
5.   Screw the base into the top.
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