
050909 WebSite www.littelfuse.com
In our continuing strategy to deliver unparalleled circuit protection solutions,

technical expertise and application leadership, we proudly introduce the
WICKMANN Group and its products to the Littelfuse portfolio.
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SSSSSUBMINIAUBMINIAUBMINIAUBMINIAUBMINIATURETURETURETURETURE F F F F FUSEHOLDERSUSEHOLDERSUSEHOLDERSUSEHOLDERSUSEHOLDERS

Holder / No.Holder / No.Holder / No.Holder / No.Holder / No.     570570570570570 Panel Mount,Panel Mount,Panel Mount,Panel Mount,Panel Mount,
for TR5for TR5for TR5for TR5for TR5®®®®®/TE5/TE5/TE5/TE5/TE5®®®®® Fuses Fuses Fuses Fuses Fuses

Holder / No.Holder / No.Holder / No.Holder / No.Holder / No.     571571571571571 PC Mount, for TR5PC Mount, for TR5PC Mount, for TR5PC Mount, for TR5PC Mount, for TR5®®®®®/TE5/TE5/TE5/TE5/TE5®®®®®

FusesFusesFusesFusesFuses

Specif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ions
P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g

000 bulk (100 pcs.)

Order  NumberOrder  NumberOrder  NumberOrder  NumberOrder  Number
Holder No. 570 0000 000

M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g
12.7mm diameter D-hole or double D-hole
Admissible torque on plastic hex nut is 1.2Nm

TTTTTe r m i n a l se r m i n a l se r m i n a l se r m i n a l se r m i n a l s
Solderable or 2.8mm quick connect-fits 0.5mm tab

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder: Black Thermoplastic, UL 94 V-0

Polyamide PA 6.6
Metal parts: Copper alloy

Solderable tinned

Electr ical  Data (23ºC/without  Cap)Electr ical  Data (23ºC/without  Cap)Electr ical  Data (23ºC/without  Cap)Electr ical  Data (23ºC/without  Cap)Electr ical  Data (23ºC/without  Cap)
Rated Voltage: 250V
Max. Current/Power: 6.3A/2.5W

Minimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ion
Conductor - 2.5mm2

Unit  WeightUni t  WeightUni t  WeightUni t  WeightUni t  Weight
2.2g

P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
000 bulk (100 pcs.)

Order  NumberOrder  NumberOrder  NumberOrder  NumberOrder  Number
Holder No. 571 0000 000

M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g
PC Board, 7.62mm hole spacing

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder: Black Thermoplastic, UL94 V-0

Polyamide PA 6.6
Metal parts: Copper alloy

Solderable, tinned

Electrical Data (23ºC/without Cap)Electrical Data (23ºC/without Cap)Electrical Data (23ºC/without Cap)Electrical Data (23ºC/without Cap)Electrical Data (23ºC/without Cap)
Rated Voltage: 250V
Max. Current/Power: 6.3A/2.5W

Minimum Cross SectionMinimum Cross SectionMinimum Cross SectionMinimum Cross SectionMinimum Cross Section
Conducting path - 0.2mm2

Unit WeightUnit WeightUnit WeightUnit WeightUnit Weight
1.6g

Cap / No.Cap / No.Cap / No.Cap / No.Cap / No.     575575575575575 P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
000 bulk (100 pcs.)

Order  NumberOrder  NumberOrder  NumberOrder  NumberOrder  Number
Cap No. 575 0000 000

Plast ic  CapPlast ic  CapPlast ic  CapPlast ic  CapPlast ic  Cap
Use with No. 570 or No. 571

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Cap: Transparent Thermoplastic

Polycarbonat PC, UL94 V-0

Unit  WeightUni t  WeightUni t  WeightUni t  WeightUni t  Weight
0.94g

Panel alternatives

Holes in PCBHoles in PCBHoles in PCBHoles in PCBHoles in PCB

OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s                    Packaging                   Packaging                   Packaging                   Packaging                   Packaging
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         570      0000      000

OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s                    Packaging                   Packaging                   Packaging                   Packaging                   Packaging
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         575      0000      000

OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s                    Packaging                   Packaging                   Packaging                   Packaging                   Packaging
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         571      0000      000

Specifications are subject
to change without notice

Specifications are subject
to change without notice

Specifications are subject
to change without notice

with cap 575 IP40
(only on front side)
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Note: 1.00 means the number one with two decimal places. 1,000 means the number one thousand.



Authorized Distribution Brand：

Website：

Welcome to visit  www.ameya360.com

Contact Us：

Address：

401 Building No.5, JiuGe Business Center, Lane 2301, Yishan Rd 

Minhang District, Shanghai , China

Sales：

Direct       +86 (21) 6401-6692

Email         amall@ameya360.com

QQ            800077892

Skype        ameyasales1  ameyasales2

Customer Service：

Email          service@ameya360.com

Partnership：

  Tel         +86 (21) 64016692-8333

Email       mkt@ameya360.com

www.ameya360.com
www.rohm.com.cn/web/china
www.sunlordinc.com
www.susumu.sh.cn
www.averlogic.com
www.nxp.com
http://www.ameya360.com/mfrdetail/2Pai_Semiconductor
http://www.ameya360.com/mfrdetail/Ambarella
http://www.ameya360.com/mfrdetail/CanaanTek
http://www.ameya360.com/mfrdetail/Firstohm
http://www.ameya360.com/mfrdetail/GigaDevice
http://www.ameya360.com/mfrdetail/Vanguard_Semiconductor
www.elprotronic.com

